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Specifications
Model EOS-JNX-IPCAM EOS-JNX-POE
System
Platform Nvidia Jetson Xavier NX
CPU Quad-core ARM A57 @ 1.43 GHz
GPU 384-core NVIDIA Volta™ GPU with 48 Tensor Cores
Storage 16 GB eMMC 5.1 (onboard)

128GB (M.2 2280) (B+M Key)

Peripherals

usB

1x USB3; 1xUSB2

Internal USB

1x USB2 for license protection

Wifi Connectivity

M.2 B Key
4G & 5G (USA and Canada only)

Micro USB 1x Micro USB (for flash Jetson NX only)
Display 1x HDMI 2.0
External Storage 1x Micro SD
Ethernet 1 channel, supports 10/100/1000 Mbps
PoE camera 4x PoE(15W, 802.3af) 4x PqE(1 5w, 802.3af)
10M/100M, IP Camera Supported 1Gb/port, Gige Camera Supported
DI/O 4CH DI/O, with isolation
COM port

1x RS-232/RS-485

IP Stream Mirror

Yes | No

Power & Dimension

Power input DC 12~24V, reverse protection
Time-Delay ShutDown 30 Seconds
Mount Wall mount /Din Rail mount
Dimension

140 (W) x 110(D) x 60 (H) mm

Environmental & Certification

Operating temp. -20°C to 70°C
Storage temp -40°C to 85°C
Humidity 40% to 75% (non-condensing)
Vibration Operating, 5-500 Hz, 5 Grms, 3 axes
ESD Contact £ 4kV, Air + 8kV
EMC CE and FCC Class A (EN61000-4/-2)
Safety UL and CB
Software
JETPACK 4.4 and Above (Pre-installed)
OTA Support OTA update (Al models, Jetpack, Ubuntu)
R2.0 and Above (Pre-installed)
EVA Industrial Camera: Basler, FLIR, Hikvision
IP Camera: Axis, Bosch
Web Service

Yes
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System
Platform Nvidia Jetson Xavier NX
CPU Quad-core ARM A57 @ 1.43 GHz
GPU 384-core NVIDIA Volta™ GPU with 48 Tensor Cores
Storage 16 GB:%th(nigA(;):)board)
Peripherals
UsSB 4x USB 3.0 Type-A ports
Micro-USB

1x Micro-USB port for OTG /debugging and recovery

Wifi Connectivity

M.2 B Key
4G & 5G (USA and Canada only), Wifi

Micro USB 1x Micro USB (for flash Jetson NX only)

Display 1x HDMI 2.0
External Storage 1x Micro SD Slot
Ethernet 4 x Gigabit Ethernet Ports
DB-37P 2x UART, 2x 12C, 1x SPI, 1x CANbus, 5x GP1O
Power & Dimension

Power input DC 12V +/- 5% input (8-20V range)
Buttons Power Button, ResetButton
Mount Wall mount/Din Rail mount

Dimension

140 (W) x 110(D) x 60 (H) mm

Environmental & Certification

Operating temp. -20°C to 50°C
Storage temp -40°C to 85°C
Humidity 40% to 75% (non-condensing)
Vibration Operating, 5-500 Hz, 5 Grms, 3 axes
ESD Contact + 4kV, Air + 8kV
EMC CE and FCC Class A (EN61000-4/2)
Software
JETPACK 4.4 (Pre-installed)
R2.0 (Pre-installed)
EVA

Industrial Camera: Basler, FLIR, Hikvision
IP Camera: Axis, Bosch
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